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' .| IIT Hyderabad Indian Institute of Technology Hyderabad
Kandi- 502 284, 5an idy, Telangana, INDIA

Comcisuation and Maintenance Division

NIQ N0:7$/N|Q/C|V/||TH/CMD/2022-23 Date: 22" Feb 2023

NOTICE INVITING QUOTATION

The Executive Engineer (Civil), Indian Institute of Technology Hyderabad, Kandi,
Sangareddy — 502 284 invites on behalf of the Director IITH sealed item rate quotations for
following work from approved and eligible Civil Contractors of CPWD and those of
appropriate list of MES, BSNL, Railway, PWD (R&B) or Working Civil contractors of IIT
Hyderabad.

Copy of Valid Registration of Firm Certificate, PAN card, GST Registration Certificate
& GSTIN should accompany the Technical Bid.

The quotations should be sent in a sealed cover addressed to Executive Engineer
(Civil), Indian Institute of Technology Hyderabad, superscribing the name of work.

NAME OF WORK: Installation of Aluminium Partitions to create space for establishing class
rooms of Nursery, LKG and UKG for DAV School at Faculty Housing Terminated Tower at
IIT Hyderabad, Kandi, Sangareddy.

Estimated Cost : Rs.4,94,456.00
EMD : Rs.9,900.00

Time for Completion of Work : 30 Days

Last Date of Receipt of Quotations : 28-02-2023 @ 3PM
Date of Opening of Quotations : 28-02-2023 @ 4PM
Validity of Quotations : 30 Days

Conditional Quotations or Quotations with conditional rebate shall be summarily

rejected.
Yours faithfully,
Exe gineer (Civil)
IIT Hyderabad
NOTE:

1. Downloaded quotations are accepted (httg://iith.ac.in/tender/#CiviI%20Works).
2. Quotations received through Speed Post or Courier within the time limit shall be
accepted.
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SCHEDULE OF QUANTITIES

Name o

at IIT Hyderabad, Kandi.

f Work: Installation of Aluminium Partitions to create space for establishing Class Rooms of Nursery,

LKG and UKG for DAV School at Faculty Housing Terminated Tower

Sl.No

Description Of Items

Qty

Unit

Rate (Rs.)

In Figures

In Words

Amount (Rs.)

1.0)

Hacking of existing wall surface including cleaning for surface etc. complete as
per direction of the Engineer-in-Charge.

2.00

Sqm.

2.0)

Providing and laying autoclaved aerated cement blocks masonry with
150mm/230mm/300 mm thick AAC blocks in super structure above plinth level
up to floor V level with RCC band at sill level and lintel level with approved block
laying polymer modified adhesive mortar all complete as per direction of
Engineer-in-Charge. (The payment of RCC band and reinforcement shall be made
for seperately).

2.00

Cum

3.0)

Centering and shuttering including strutting, propping etc. and removal of form
for

3.1)

Lintels, beams, plinth beams, girders, bressumers and cantilevers

5.00

Sqm

4.0)

Drilling suitable holes in reinforced or plain cement concrete withpower driven
drill machine to a minimum depth of 100mm upto 200mmin RCC beams, lintels,
columns and slabs to introduce steel bars forsunshades/balconies including fixing
the steel bars in position usingepoxy resin anchor grout of approved make but
excluding the cost of reinforcement, all complete as per direction of Engineer-In-
Charge.

4.1)

Upto and including 12mm dia.

8.00

each

5.0)

Steel reinforcement for R.C.C. work including straightening, cutting, bending,
placing in position and binding all complete above plinth level.

5.1)

Thermo-Mechanically Treated bars of grade Fe-500D or more.

36.00

kg

6.0)

Reinforced cement concrete work in beams, suspended floors, roofs having slope
up to 15° landings, balconies, shelves, chajjas, lintels, bands, plain window sills,
staircases and spiral stair cases above plinth level up to floor five level, excluding
the cost of centering, shuttering, finishing and reinforcement with 1:1.5:3 (1
cement : 1.5 coarse sand(zone-II1) derived from natural sources : 3 graded stone
aggregate 20 mm nominal size derived from natural sources)

0.50

Cum

=

Page1of 8



‘S1.No

Description Of Items

Qty

Unit

Rate (Rs.)

In Figures

In Words

Amount (Rs.)

7.0)

18 mm cement plaster in two coats under layer 12 mm thick cement plaster 1:5
(1 cement : 5 coarse sand) and a top layer 6 mm thick cement plaster 1:3 (1
cement : 3 coarse sand) finished rough with sponge.

23.00

Sqm

8.0)

Providing and fixing factory made uPVC white colour sliding glazed window upto
1.50 m in height dimension comprising of uPVC multi-chamberedframe with in-
built roller track and sash extruded profiles duly reinforcedwith 1.60 + 0.2 mm
thick galvanized mild steel section made from rollforming process of required
length (shape & size according to uPVCprofile), appropriate dimension of uPVC
extruded glazing beads and uPVC extruded interlocks, EPDM gasket, wool pile,
zinc alloy (white powder coated) touch locks with hook, zinc alloy body with
single nylonrollers (weight bearing capacity to be 40 kg), G.I fasteners 100 x 8
mmsize for fixing frame to finished wall and necessary stainless steel screwsetc.
Profile of frame & sash shall be mitred cut and fusion welded at allcorners,
including drilling of holes for fixing hardware's and drainage of water etc. After
fixing frame the gap between frame and adjacent finished wall shall be filled with
weather proof silicon sealent over backer rod ofrequired size and of approved
quality, all complete as per approved drawing & direction of Engineer-in-Charge.
(Single / double glass paneswire mesh and silicon sealent shall be paid
separately). Variation inprofile dimension in higher side shall be accepted but no
extra paymenton this account shall be made. Note: For uPVC frame and sash
extruded profiles minus 5% tolerance in dimension i.e. in depth & width of profile
shall be acceptable.

8.1)

Three track three panels sliding window made of (big series) frame 116 x 45 mm
& sash 46 x 62 mm both having wall thickness of 2.3 + 0.2 mm and single glazing
bead / double glazing bead of appropriate dimension. (Area of window above
1.75 sqm)

3.00

Sqm

9.0)

Providing and fixing glazing in Upvc window shutters, doors , and partitions etc.
with EPDM rubber / neoprene gasket etc. complete as per the architectural
drawings and the directions of engineer-in-charge.

9.1)

8 mm thick Clear Glass ( Toughened Glass)

3.00

Sqm

10.0)

Providing and fixing 18 mm thick, 150 mm wide pelmet of coir veneer board ISI
marked IS : 14842, including top cover of 6 mm coir veneer board, nickle plated
M.S. Pipe 20 mm dia. (heavy type) curtain rod with nickel plated brackets,
including fixing with 25x3 mm M.S. Flat 10 cm long fixed to pelmet with hollock
wood cleats of size 100 mm x 40 mm x 40 mm on both inner side of pelmet and
rawl plugs 75 mm long etc. all complete.

3.00

Rmt

11.0)

Providing and fixing of fibreglass mosquito mesh for fixing in uPVC window
frames including rquired screws etc. complete as directed by Engineer In-charge.

2.00

Sqm
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‘S1.No

Description Of Items

Qty

Unit

Rate (Rs.)

In Figures

In Words

Amount (Rs.)

12.0)

Dismantling aluminium/ Gypsum partitions, doors, windows, fixed glazing and
false ceiling including disposal of unserviceable material and stacking of
serviceable material with in 50 meters lead as directed by Engineer-in-charge.

58.00

Sqm

13.0)

Providing and fixing aluminium work for doors, windows, ventilators and
partitions with extruded built up standard tubular sections/ appropriate Z
sections and other sections of approved make conforming to IS: 733 and IS: 1285,
fixing with dash fasteners of required dia and size, including necessary filling up
the gaps at junctions, i.e. at top, bottom and sideswith required EPDM rubber/
neoprene gasket etc. Aluminium sections shall be smooth, rust free, straight,
mitred and jointed mechanically wherever required including cleat angle,
Aluminium snap beading for glazing / paneling, C.P. brass / stainless steel screws,
all complete as per architectural drawings and the directions of Engineer-in-
charge. (Glazing,paneling and dash fasteners to be paid for separately) :

13.1)

For fixed portion

13.1.1)

Powder coated aluminium (minimum thickness of powder coating 50 micron)

197.00

Kg

14.0)

Providing and fixing 12 mm thick prelaminated particle board flat pressed three
layer or graded wood particle board conforming to IS: 12823 Grade | Type 1}, in
panelling fixed in aluminum doors, windows shutters and partition frames with
C.P. brass / stainless steel screws etc. complete as per architectural drawings and
directions of engineer-in-charge.

14.1)

Pre-laminated particle board with decorative lamination on both sides

24.00

Sqm

15.0)

Labour charges for fixing of required size of aluminium partitions with dash
fasteners of required dia and size including necessary filling up the gaps at
junctions,jointed mechanically wherever required including cleat angle
aluminium snap beading etc. all complete as per the directions of Engineer-in
Charge.

429.00

Kg

16.0)

Providing and fixing of 4mm thick ACP panel of approved quality make for
aluminium partition including necessary cutting and making good including cost
and conveyance of all materials site etc,complete and as per the directions of|

Engineer-in-Charge.

10.00

Sqm
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